
VIBRATION TYPE LEVEL SWITCH FOR LIQUIDS

VEGASWING 51 / VEGASWING 53 / VEGASWING 61 / VEGASWING 63 / VEGASWING 66

VEGASWING SERIES

Safety Integrity Level
SIL2

VEGASWING 60

CAT.No.ZZ-348-2210J



VEGASWING 50 SERIES

VEGASWING 51 VEGASWING 53

VEGASWING SERIES

40mm VEGASWING

VEGASWING

VEGASWING LINEUP

02

IO-Link

4

MI2

 Max 1000mm

LED LIGHT

1

LED



Tuning fork level switch for liquids detection

ON

ON

PLASTIC ALUMINIUM STAINLESS STEEL CASTING
STAINLESS STEEL 
ELECTROPOLISHED

OFF

VEGASWING 60 SERIES

-196 +450

16MPa

VEGASWING 61

VEGASWING 63
 Max 3000mm

VEGASWING 66
 Max 3000mm

HOUSING
1

PLICSLED
2

PROTECTIVE COVER
3

VEGASWING 66
-196 +450 -0.1MPa +16MPa

VEGASWING 60

1

PLICSLED 2

3

2



VEGASWING 51

3 PNP :9.6 35VDC

2 :20 253VDC 20 253VAC 50 60Hz

I-O Link:9.6 35 VDC

Max0.5W

-40 70

-40 100 :150

-1 6.4MPa

0.7 0.5

1100Hz

SUS316L

SUS316L

ISO4400 IP65

ISO4400 IDC IP67

ISO4400 IP65

M12 IP66 IP67

0.25kg

XX: XM: DNV,LR,ABS,CCS,RINA,RMROS,BV

S: -40 100
T: -40 150
H: 0.8 m -40 150

GH: G1/2 SUS316L GB: G3/4 SUS316L
GA: G1 SUS316L     R3 : R3/4 SUS316L 
R1 : R1 SUS316L
GR: G1/2 SUS316L 0.8 m
GP: G3/4 SUS316L 0.8 m
CL : 1S SUS316L
CM: 1 1/2S SUS316L
CN : 2S SUS316L

T: 3 PNP 9.6 35VDC
C: 2 20 253VDC 20 253V 50 60Hz
I : I-O Link 9.6 35VDC

P: SUS316L

M: M12 1 IP66 IP67
V : ISO4400 IP65
Q: ISO4400  IDC  :IP67
K: ISO4400 :IP65
P: M12 1 5m IP66 67

S G 51.  X X S G AT P V
SPECIFICATION CONFIGURATION

VEGASWING 51

VEGASWING SERIES
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SPECIFICATION CONFIGURATION

VEGASWING 53

3 PNP :9.6 35VDC

2 :20 253VDC 20 253V 50 60Hz

I-O Link:9.6 35VDC

Max0.5W

-40 70

-40 100 :150

-1 6.4MPa

0.7 2.5 0.5

1100Hz

100 1000mm

SUS316L

SUS316L

ISO4400 IP65

M12 :IP66 67

0.25kg 0.92kg/m

XX:

S: -40 100
T: -40 150
H: 0.8 m -40 150

GB: G3/4 SUS316L GA: G1 SUS316L
R3: R3/4 SUS316L CL: 1S SUS316L
CM: 1 1/2S SUS316L CN: 2S SUS316L

T:3 PNP 9.6 35V DC
C:2 20 253VDC 20 253V 50 60Hz
I :I-O Link 9.6 35VDC

M: M12 1 IP66 IP67
V : ISO4400 IP65

2: 100mm
3: 150mm
4: 200mm
5: 250mm
L: 251 1000mm

S G 5 3 . X X S G B I M 2

VEGASWING 53
DIMENSIONS WIRING DIAGRAM
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XX:
XM: DNV,LR,ABS,CCS,RINA,RMROS,BV

GBV:G3/4 SUS316L   GAV:G1 SUS316L
GJV : G1 1/4 SUS316L CAP: 2S SUS316L
CFP: 4S SUS316L
JPV:  JIS 10K 25A RF SUS316L
JBV:  JIS 10K 40A RF SUS316L

/
X: -50 150
T: -50 250

P : IP66 67 M20 1.5
M: IP66 67 M20 1.5
V : IP66 67 M20 1.5
8 : IP66 67 M20 1.5

R: DPDT :20 72V DC 20 253V AC 50 60Hz
T: 3 NPN/PNP :10 55V DC
C: 2 :20 253V DC 20 235V AC 50 60Hz
Z: 2 8 16mA :12 36V DC

X :

S W I N G 61. X XG B V X P R XVEGASWING 61

DPDT : 20 72V DC 20 253V AC 50 60Hz

3 NPN PNP :10 55V DC

2 :20 253V DC 20 235V AC 50 60Hz

2 8/16mA :12 36V DC

8VA AC 1.5W DC

-40 70

-50 150 : 250

-0.1 6.4MPa

0.7 or 0.5

1200Hz

M20 1.5

SUS316L

SUS316L

IP66 IP67

0.8 4kg

SPECIFICATION CONFIGURATION
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VEGASWING 63

DPDT : 20 72VDC 20 253VAC 50 60Hz

3 NPN PNP :10 55VDC

2 :20 253VDC 20 253VAC 50 60Hz

2 8 16mA :12 36VDC

8VA AC 1.5W DC

-40 70

-50 150 :250

-1 6.4MPa

0.7 or 0.5

1200Hz

80 3000mm

M20 1.5

SUS316L

SUS316L

IP66 IP67

0.8 4kg 0.92kg/m

XX: 
XM: DNV,LR,ABS,CCS,RINA,RMROS,BV

GBV: G3/4 SUS316L GAV: G1 SUS316L
GJV: G1 1/4 SUS316L CAP: 2S SUS316L
CFP: 4S SUS316L
JPV:  JIS 10K 25A RF SUS316L
JBV:  JIS 10K 40A RF SUS316L

X: -50 150
T: -50 250

P : IP66 67 M20 1.5
M: IP66 67 M20 1.5
V : IP66 67 M20 1.5
8 : IP66 67 M20 1.5

R: DPDT :20 72VDC 20 253VAC 50 60Hz
T: 3 NPN PNP :10 55V DC
C: 2 :20 253VDC 20 253VAC 50 60Hz
Z: 2 8 16mA :12 36VDC

S W I N G 6 3 . X XG B V X P R
SPECIFICATION CONFIGURATION
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SPECIFICATION CONFIGURATION

VEGASWING 66

I: I
X: M: DNV,GL,CCS,LR,ABS,RMROS,RINA,ClassNK,BV

K: 718 R:  SUS316L 718
H: C22 718

AA: G1 SUS316L AB:G1 718
HB: R1 SUS316L HC: R1 718
IC: JIS 20K 50A RF SUS316L

SLOD A : -196 450 X: -196 450

R: SPDT 2 20 72VDC 20 253VAC 50 60Hz
T: 3 NPN PNP 9.6 55VDC
Z: 2 8 6mA 9.6 35VDC

K : IP66 67
A : IP66 67
V : IP66 67
8 : IP66 67

M: M20 1.5 5 9mm  S: M20 1.5 6 12mm T : M20 1.5 10 14mm
 X: M: 

S G 6 6 .  I M R H B X R K M XVEGASWING 66

SPDT 2 :20 72VDC 20 253VAC 50 60Hz

3 NPN PNP : 9.6 55VDC

2 8 16mA : 9.6 35VDC

3VA AC 1W DC

-40 70

-196 450

-1 16MPa

0.7 or 0.47

1200Hz

260 3000mm

M20 1.5

SUS316L

SUS316L

IP66 IP67

0.8 4kg 0.92kg/m
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